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Quality Policy 
Customer Satisfaction is the essence of every department's quality 
policy, it is also the key indicator for all employee.  With the concept 
that "the next person online is our customer", we use various quality 
tools to perfect every details.

Quality Target 
"He who masters quality control & innovation has the competitive 
edge over his rivals". In recognizing this fact, Taian-Tech is proud of 
our Total Quality Assurance. 
	·Customer Satisfaction Indicator - Continuous Upgrade      
	·Quality Defects Indicator - Continuous Decrease 

Quality Honor Milestone
·2001/7										Awarded cUL listing for Motor Control Products 
·2002/2      			Awarded ISO9001:2000 cert if icat ion from China 's  			
	                       Trading Quality Center
·2002/5										Awarded CCC certificates for MCCB 
·2003/7   						Awarded CCC certificates for Motor Control Products

     The Device Plant has world class production management skills 
and automation engineering skills.  We are capable of producing high-
performance devices in the low voltage range. We have complete 
series with reasonable pricing, thus highly accepted in the market. To 
match market demands, the Device Plant strives for new developments 
to strengthen our competitive advantage.

   台安科技（无锡）有限公司由东元集团独资在 2000 年 7 月创立于无锡国家高新技术产

业开发区内 ,  总投资额 1400 万美元 ,  公司具备现代化的厂房 ,  最先进成套设备 ,  实现了以最

新控制系统为中心的分散控制和集中管理。其技术人才具备高水平电子技术和丰富经验。

公司于 2002 年 2 月荣获 I S O 9001: 2000 质量体系认证。

    Taian Technology (Wuxi) Co., Ltd. was established by Teco group  from Taiwan on July 

2000 in the Wuxi city of Jiangsu province. Taian-Tech locates in the Jiangsu Wuxi National 

Hi-Tech Park.With total Asset around U$14M, Taian-Tech is equipped with first class 

manufacturing machine and human resource, and strives to provide customers with 

satisfying products & services.

主要产品:

  智能型万能式断路器、塑壳断路器、小型断路器、漏电断路器等,已获

  国家C C C 认证

 �交直流接触器、热继电器、中间继电器、磁力起动器、按钮开关⋯⋯等,����

��已获cU L 认证及C C C 认证

  变频调速器N 2系列、V 2系列、E 2系列及可编程控制器（P L C）,和智能

�继电器(G E N I E）及触摸屏（H M I）等产品通过C E /U L /cU L /C -ti ck等

�国际认证

   台安公司沿用传统的“以实为本 ,  追求至善”的经营理念 ,  本着

自动心·责任心·社会心的企业精神 ,  善尽企业的社会责任。跨入

新世纪 ,  台安更将致力于经营发展与技术创新 ,  追求全面品质管理

和经营革新 ,  培育国际人才加强国际间的合作。我们对台安进一步

发展成为国际级C & S企业充满着信心。
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BM

* 分断能力230/400V:  BM-63 (1~40A)      C型：6kA      D型： 4.5kA     
	                            

* BM-63   1P的尺寸宽度为18mm
* BM-100 1P的尺寸宽度为27mm

例：小型断路器，BM系列，1极，10A，C特性曲线，标法如下：BM-63C/1010

BM系列小型断路器   BM Series Miniature Circuit Breaker

额定电流(A)： 

极数：	 1, 2, 3, 4

脱扣类型：	 C, D

壳架电流：	 63, 100

BM: 	 小型断路器

63:   001, 003, 006, 010, 
        016, 020, 025, 032,
        040, 050, 063
100: 063, 080, 100

BM

* Breaking Capacity 230/400V: BM-63 (1~40A)      C: 6kA      D: 4.5kA     
	                                         BM-63 (50~63A)    C: 4.5kA	 D: 4.5kA
	                                         BM-100(63~100A) D: 10kA
* BM-63   1P Width Dimensions: 18mm
* BM-100 1P Width Dimensions: 27mm

Example: MCB, BM Series, 1Pole, 10A, Tripping Characteristics C: BM-63C/1010

Rated Current (A): 

Poles: 	 1, 2, 3, 4

Tripping Characteristics:	 C, D

Rated Current of Frames Size:	63, 100

BM:  	 Miniature Circuit Breaker

63:   001, 003, 006, 010, 
        016, 020, 025, 032,
        040, 050, 063
100: 063, 080, 100
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     型号	 分断能力kA 	 极数	 额定电流	 宽度mm	 页码
     Type	 Breaking Capability	 Poles	 Rated Current	 Width	 Page

     型号	 分断能力kA 	 极数	 额定电流	 宽度mm	 页码
     Type	 Breaking Capability	 Poles	 Rated Current	 Width	 Page

     型号	 分断能力kA 	 极数	 额定电流	 宽度mm	 页码
     Type	 Breaking Capability	 Poles	 Rated Current	 Width	 Page

     型号	 分断能力kA 	 极数	 额定电流	 宽度mm	 页码
     Type	 Breaking Capability	 Poles	 Rated Current	 Width	 Page

     型号	 用途	 极数	 额定电流	 宽度mm	 页码
     Type	 Purpose	 Poles	 Rated Current	 Width	 Page

     型号	 产品名 	 安装位置	 额定电流	 宽度mm	 页码
     Type	 Product Name	 Installation	 Rated Current	 Width	 Page

BM-63C
BM-63C
BM-63C
BM-63C
BM-63C
BM-63C
BM-63C
BM-63C
BM-63D
BM-63D
BM-63D
BM-63D

BM-100D
BM-100D
BM-100D
BM-100D

6
4.5
6

4.5
6

4.5
6

4.5
4.5
4.5
4.5
4.5
10
10
10
10

1
1
2
2
3
3
4
4
1
2
3
4
1
2
3
4

18
18
36
36
54
54
72
72
18
36
54
72
27
54
81

108

3
3
3
3
3
3
3
3
5
5
5
5
7
7
7
7

1, 3, 6, 10, 16, 20, 25, 32
40, 50, 63

1, 3, 6, 10, 16, 20, 25, 32
40, 50, 63

1, 3, 6, 10, 16, 20, 25, 32
40, 50, 63

1, 3, 6, 10, 16, 20, 25, 32
40, 50, 63

1, 3, 6, 10, 16, 20, 25, 32, 40, 50, 63
1, 3, 6, 10, 16, 20, 25, 32, 40, 50, 63
1, 3, 6, 10, 16, 20, 25, 32, 40, 50, 63
1, 3, 6, 10, 16, 20, 25, 32, 40, 50, 63

63, 80, 100
63, 80, 100
63, 80, 100
63, 80, 100

BR系列漏电断路器   BR Series Leakage Circuit Breaker

BR-32C
BR-32C
BR-32C
BR-32C
BR-50C
BR-50C
BR-50C
BR-50C

4.5
4.5
4.5
4.5
4.5
4.5
4.5
4.5

1P+N
2P
3P

3P+N
1P+N

2P
3P

3P+N

45
63
90
99
54
72

108
126

9
9
9
9
9
9
9
9

6, 10, 16, 20, 25, 32
6, 10, 16, 20, 25, 32
6, 10, 16, 20, 25, 32
6, 10, 16, 20, 25, 32

40, 50
40, 50
40, 50
40, 50

BK系列隔离开关   BK Series Switch-disconnector

BK-100
BK-100
BK-100
BK-100

电路隔离

Disconnect Circuit

1
2
3
4

18
36
54
72

19
19
19
19

32, 63, 100
32, 63, 100
32, 63, 100
32, 63, 100

BMN系列小型断路器   BMN Series Miniature Circuit Breaker

BMN-32C 4.5 1P+N 18 126, 10, 16, 20, 25, 32

BRN系列漏电断路器   BRN Series Leakage Circuit Breaker

BRN-32C 4.5 1P+N 36 146, 10, 16, 20, 25, 32

小型断路器附件 Miniature Circuit Breaker Accessories

MAL
MAX
MAG
MAU

警报开关 ALT  
辅助开关 AUX 

分励+辅助 SHT+AUX
欠压脱扣器 UVT

左 left
左 left
右 right
右  right

9
9

18
18

16
16
16
16

--
--

AC230V/DC24V
AC230V/DC24V

一览表   Table of Complete Line BM 系列选型指南

BM 系列小型断路器
BM Series Miniature Circuit  Breaker

BM 系列

BM Series

 BM-63 (50~63A)    C型：4.5kA   D型： 4.5kA
 BM-100(63~100A)  10kA

/

/
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3P

3P+N
1P+N

2P
3P

3P+N

45
63
90
99
54
72

108
126

9
9
9
9
9
9
9
9

6, 10, 16, 20, 25, 32
6, 10, 16, 20, 25, 32
6, 10, 16, 20, 25, 32
6, 10, 16, 20, 25, 32

40, 50
40, 50
40, 50
40, 50

BK系列隔离开关   BK Series Switch-disconnector

BK-100
BK-100
BK-100
BK-100

电路隔离

Disconnect Circuit

1
2
3
4

18
36
54
72

19
19
19
19

32, 63, 100
32, 63, 100
32, 63, 100
32, 63, 100

BMN系列小型断路器   BMN Series Miniature Circuit Breaker

BMN-32C 4.5 1P+N 18 126, 10, 16, 20, 25, 32

BRN系列漏电断路器   BRN Series Leakage Circuit Breaker

BRN-32C 4.5 1P+N 36 146, 10, 16, 20, 25, 32

小型断路器附件 Miniature Circuit Breaker Accessories

MAL
MAX
MAG
MAU

警报开关 ALT  
辅助开关 AUX 

分励+辅助 SHT+AUX
欠压脱扣器 UVT

左 left
左 left
右 right
右  right

9
9

18
18

16
16
16
16

--
--

AC230V/DC24V
AC230V/DC24V

一览表   Table of Complete Line BM 系列选型指南

BM 系列小型断路器
BM Series Miniature Circuit  Breaker

BM 系列

BM Series

 BM-63 (50~63A)    C型：4.5kA   D型： 4.5kA
 BM-100(63~100A)  10kA

/

/



使用环境

·环境温度：-5。C ~ +40。C
·海拔：   2000m
·空气相对湿度：   90%

Operating Environment
·Ambient temperature: -5。C ~ +40。C
·Altitude:     2000m
·Relative air humidity:     90%

用 途

·照明配电电路

·短路及过载保护

·可做隔离开关使用

Application
·Lumination distribution system
·Short circuit and overload protection
·Used as switch-disconnector

Technical Specification
·Standard: IEC60898.GB10963
·Rated voltage: AC 230V/400V
·Number of electrical operating cycles: 4000 times
·Tripping characteristics: C curve instantaneous trip     
	 between 5 and 10 In
·Short circuit breaking capacity of rated current:
	 Rated Current(A)         Voltage(V)       Breaking Capacity(kA)
        1-40(1~4P)	 230(1P)/400(2~4P)	       6
     50、 63(1~4P)	 230(1P)/400(2~4P)	      4.5

Technical Specification
·With short circuit current-limiting structure - high breaking 
	 capacity
·With overload and short circuit protection device - perfect
	 protection function
·Adopt "Frame" connection structure - connection with safety
·Compatible with several kinds of accessories: auxiliary contact, 
	 alarm contact, shunt trip release, under - voltage release, 
    collecting bar - easy for functional expansion
·Modularization - random combination, series mating
·Installation with TH35mm standard installation track - easy and 	
	 simple installation

Connection Capability
·25mm2 and smaller conducting wires

Outline Dimensions

技术参数

·符合标准：IEC60898、GB10963
·额定工作电压：AC230V/400V
·电气寿命：4000次
·脱扣特性：C型5-10In瞬时脱扣
·运行短路分断能力：

	 额定电流(A)            电压(V)          分断能力(kA)
     1-40(1~4P)	 230(1P)/400(2~4P)	  6
  50、 63(1~4P)	 230(1P)/400(2~4P)	 4.5

结构特点

·具有短路限流结构——额定短路分断能力高

·具有过载及短路保护装置——保护功能齐全

·采用“框式”接线结构——接线安全可靠

·可配多种附件：辅助开关、警报开关、分励脱扣器、	
	 欠压脱扣器、汇流排——功能扩展简便
·模块化、模数化——任意组合，系列配套

·TH35mm标准安装轨安装——安装简捷方便

接线能力

·25mm2及以下导线

外形尺寸

4P
3P

2P
1P

72
54

36
18

BM-63

7.5

L

35 27

70

60

45 7735
TAIAN       3 4       TAIAN

BM-63C
BM-63C
BM-63C
BM-63C
BM-63C
BM-63C
BM-63C
BM-63C
BM-63C
BM-63C
BM-63C

BM-63C
BM-63C
BM-63C
BM-63C
BM-63C
BM-63C
BM-63C
BM-63C
BM-63C
BM-63C
BM-63C

BM-63C
BM-63C
BM-63C
BM-63C
BM-63C
BM-63C
BM-63C
BM-63C
BM-63C
BM-63C
BM-63C

BM-63C
BM-63C
BM-63C
BM-63C
BM-63C
BM-63C

BM-63C

BM-63C
BM-63C
BM-63C
BM-63C

1
3
6

10
16
20
25
32
40
50
63

1
3
6

10
16
20
25
32
40
50
63

1
3
6

10
16
20
25
32
40
50
63

1
3
6

10
16
20
25
32
40
50
63

1001
1003
1006
1010
1016
1020
1025
1032
1040
1050
1063

2001
2003
2006
2010
2016
2020
2025
2032
2040
2050
2063

3001
3003
3006
3010
3016
3020
3025
3032
3040
3050
3063

4001
4003
4006
4010
4016
4020
4025
4032
4040
4050
4063

极数	 宽度 mm	 额定电流 A	 产品型号 
Poles	 Width	 Rated Current	 Product Type

1

2

18

36

54

72

1P

2P

3P

4P

1 3

2 4

1 3 5

2 4 6

1 3 5 7

2 4 6 8

BM-63C BM-63C

BM 系列小型断路器
BM Ser ies  Minia ture  Ci rcu i t  Breaker

BM 系列小型断路器
BM Ser ies  Minia ture  Ci rcu i t  Breaker



使用环境

·环境温度：-5。C ~ +40。C
·海拔：   2000m
·空气相对湿度：   90%

Operating Environment
·Ambient temperature: -5。C ~ +40。C
·Altitude:     2000m
·Relative air humidity:     90%

用 途

·照明配电电路

·短路及过载保护

·可做隔离开关使用

Application
·Lumination distribution system
·Short circuit and overload protection
·Used as switch-disconnector

Technical Specification
·Standard: IEC60898.GB10963
·Rated voltage: AC 230V/400V
·Number of electrical operating cycles: 4000 times
·Tripping characteristics: C curve instantaneous trip     
	 between 5 and 10 In
·Short circuit breaking capacity of rated current:
	 Rated Current(A)         Voltage(V)       Breaking Capacity(kA)
        1-40(1~4P)	 230(1P)/400(2~4P)	       6
     50、 63(1~4P)	 230(1P)/400(2~4P)	      4.5

Technical Specification
·With short circuit current-limiting structure - high breaking 
	 capacity
·With overload and short circuit protection device - perfect
	 protection function
·Adopt "Frame" connection structure - connection with safety
·Compatible with several kinds of accessories: auxiliary contact, 
	 alarm contact, shunt trip release, under - voltage release, 
    collecting bar - easy for functional expansion
·Modularization - random combination, series mating
·Installation with TH35mm standard installation track - easy and 	
	 simple installation

Connection Capability
·25mm2 and smaller conducting wires

Outline Dimensions

技术参数

·符合标准：IEC60898、GB10963
·额定工作电压：AC230V/400V
·电气寿命：4000次
·脱扣特性：C型5-10In瞬时脱扣
·运行短路分断能力：

	 额定电流(A)            电压(V)          分断能力(kA)
     1-40(1~4P)	 230(1P)/400(2~4P)	  6
  50、 63(1~4P)	 230(1P)/400(2~4P)	 4.5

结构特点

·具有短路限流结构——额定短路分断能力高

·具有过载及短路保护装置——保护功能齐全

·采用“框式”接线结构——接线安全可靠

·可配多种附件：辅助开关、警报开关、分励脱扣器、	
	 欠压脱扣器、汇流排——功能扩展简便
·模块化、模数化——任意组合，系列配套

·TH35mm标准安装轨安装——安装简捷方便

接线能力

·25mm2及以下导线

外形尺寸

4P
3P

2P
1P

72
54

36
18

BM-63

7.5

L

35 27

70

60

45 7735

TAIAN       3 4       TAIAN

BM-63C
BM-63C
BM-63C
BM-63C
BM-63C
BM-63C
BM-63C
BM-63C
BM-63C
BM-63C
BM-63C

BM-63C
BM-63C
BM-63C
BM-63C
BM-63C
BM-63C
BM-63C
BM-63C
BM-63C
BM-63C
BM-63C

BM-63C
BM-63C
BM-63C
BM-63C
BM-63C
BM-63C
BM-63C
BM-63C
BM-63C
BM-63C
BM-63C

BM-63C
BM-63C
BM-63C
BM-63C
BM-63C
BM-63C

BM-63C

BM-63C
BM-63C
BM-63C
BM-63C

1
3
6

10
16
20
25
32
40
50
63

1
3
6

10
16
20
25
32
40
50
63

1
3
6

10
16
20
25
32
40
50
63

1
3
6

10
16
20
25
32
40
50
63

1001
1003
1006
1010
1016
1020
1025
1032
1040
1050
1063

2001
2003
2006
2010
2016
2020
2025
2032
2040
2050
2063

3001
3003
3006
3010
3016
3020
3025
3032
3040
3050
3063

4001
4003
4006
4010
4016
4020
4025
4032
4040
4050
4063

极数	 宽度 mm	 额定电流 A	 产品型号 
Poles	 Width	 Rated Current	 Product Type

1

2

18

36

54

72

1P

2P

3P

4P

1 3

2 4

1 3 5

2 4 6

1 3 5 7

2 4 6 8

BM-63C BM-63C

BM 系列小型断路器
BM Ser ies  Minia ture  Ci rcu i t  Breaker

BM 系列小型断路器
BM Ser ies  Minia ture  Ci rcu i t  Breaker
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4P
3P

2P
1P

72
54

36
18

BM-63

70

60

45 7735

BM-63D
BM-63D
BM-63D
BM-63D
BM-63D
BM-63D
BM-63D
BM-63D
BM-63D
BM-63D
BM-63D

BM-63D
BM-63D
BM-63D
BM-63D
BM-63D
BM-63D
BM-63D
BM-63D
BM-63D
BM-63D
BM-63D

BM-63D
BM-63D
BM-63D
BM-63D
BM-63D
BM-63D
BM-63D
BM-63D
BM-63D
BM-63D
BM-63D

BM-63D
BM-63D
BM-63D
BM-63D
BM-63D
BM-63D
BM-63D

BM-63D

BM-63D
BM-63D
BM-63D

1
3
6

10
16
20
25
32
40
50
63

1
3
6

10
16
20
25
32
40
50
63

1
3
6

10
16
20
25
32
40
50
63

1
3
6

10
16
20
25
32
40
50
63

1001
1003
1006
1010
1016
1020
1025
1032
1040
1050
1063

2001
2003
2006
2010
2016
2020
2025
2032
2040
2050
2063

3001
3003
3006
3010
3016
3020
3025
3032
3040
3050
3063

4001
4003
4006
4010
4016
4020
4025
4032
4040
4050
4063

18

36

54

72

1P

2P

3P

4P

1

2

1 3

2 4

1 3 5

2 4 6

1 3 5 7

2 4 6 8 7.5

L
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使用环境

·环境温度：-5。C ~ +40。C
·海拔：   2000m
·空气相对湿度：   90%

Operating Environment
·Ambient temperature: -5。C ~ +40。C
·Altitude:     2000m
·Relative air humidity:     90%

用 途

·工业配电系统

·短路及过载保护

·可做隔离开关使用

Application
·Industrial distribution system
·Short circuit and overload protection
·Used as switch-disconnector

Technical Specification
·Standard: IEC60898.GB10963
·Rated voltage: AC 230V/400V
·Number of electrical operating cycles: 4000 times
·Tripping characteristics: D curve instantaneous trip     
	 between10 and 14 In
·Short circuit breaking capacity of rated current: 4.5kA(1~4P)

Technical Specification
·With short circuit current-limiting structure - high breaking 
	 capacity
·With overload and short circuit protection device - perfect
	 protection function
·Adopt "Frame" connection structure - connection with safety
·Compatible with several kinds of accessories: auxiliary contact,
	 alarm contact, shunt trip release, under - voltage release, collecting
    bar - easy for functional expansion
·Modularization - random combination, series mating
·Installation with TH35mm standard installation track - easy and 	
	 simple installation

Connection Capability
·25mm2 and smaller conducting wires

Outline Dimensions

技术参数

·符合标准：IEC60898、GB10963
·额定工作电压：AC230V/400V
·电气寿命：4000次
·脱扣特性：D型10-14In瞬时脱扣
·运行短路分断能力：4.5kA(1~4P)

结构特点

·具有短路限流结构——额定短路分断能力高

·具有过载及短路保护装置——保护功能齐全

·采用“框式”接线结构——接线安全可靠

·可配多种附件：辅助开关、警报开关、分励脱扣器、	
	 欠压脱扣器、汇流排——功能扩展简便
·模块化、模数化——任意组合，系列配套

·TH35mm标准安装轨安装——安装简捷方便

接线能力

·25mm2及以下导线

外形尺寸

极数	 宽度 mm	 额定电流 A	 产品型号 
Poles	 Width	 Rated Current	 Product Type

BM-63D BM-63D

BM 系列小型断路器
BM Ser ies  Minia ture  Ci rcu i t  Breaker

BM 系列小型断路器
BM Ser ies  Minia ture  Ci rcu i t  Breaker
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4P
3P

2P
1P

72
54

36
18

BM-63

70

60

45 7735

BM-63D
BM-63D
BM-63D
BM-63D
BM-63D
BM-63D
BM-63D
BM-63D
BM-63D
BM-63D
BM-63D

BM-63D
BM-63D
BM-63D
BM-63D
BM-63D
BM-63D
BM-63D
BM-63D
BM-63D
BM-63D
BM-63D

BM-63D
BM-63D
BM-63D
BM-63D
BM-63D
BM-63D
BM-63D
BM-63D
BM-63D
BM-63D
BM-63D

BM-63D
BM-63D
BM-63D
BM-63D
BM-63D
BM-63D
BM-63D

BM-63D

BM-63D
BM-63D
BM-63D

1
3
6

10
16
20
25
32
40
50
63

1
3
6

10
16
20
25
32
40
50
63

1
3
6

10
16
20
25
32
40
50
63

1
3
6

10
16
20
25
32
40
50
63

1001
1003
1006
1010
1016
1020
1025
1032
1040
1050
1063

2001
2003
2006
2010
2016
2020
2025
2032
2040
2050
2063

3001
3003
3006
3010
3016
3020
3025
3032
3040
3050
3063

4001
4003
4006
4010
4016
4020
4025
4032
4040
4050
4063

18

36

54

72

1P

2P

3P

4P

1

2

1 3

2 4

1 3 5

2 4 6

1 3 5 7

2 4 6 8 7.5

L
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使用环境

·环境温度：-5。C ~ +40。C
·海拔：   2000m
·空气相对湿度：   90%

Operating Environment
·Ambient temperature: -5。C ~ +40。C
·Altitude:     2000m
·Relative air humidity:     90%

用 途

·工业配电系统

·短路及过载保护

·可做隔离开关使用

Application
·Industrial distribution system
·Short circuit and overload protection
·Used as switch-disconnector

Technical Specification
·Standard: IEC60898.GB10963
·Rated voltage: AC 230V/400V
·Number of electrical operating cycles: 4000 times
·Tripping characteristics: D curve instantaneous trip     
	 between10 and 14 In
·Short circuit breaking capacity of rated current: 4.5kA(1~4P)

Technical Specification
·With short circuit current-limiting structure - high breaking 
	 capacity
·With overload and short circuit protection device - perfect
	 protection function
·Adopt "Frame" connection structure - connection with safety
·Compatible with several kinds of accessories: auxiliary contact,
	 alarm contact, shunt trip release, under - voltage release, collecting
    bar - easy for functional expansion
·Modularization - random combination, series mating
·Installation with TH35mm standard installation track - easy and 	
	 simple installation

Connection Capability
·25mm2 and smaller conducting wires

Outline Dimensions

技术参数

·符合标准：IEC60898、GB10963
·额定工作电压：AC230V/400V
·电气寿命：4000次
·脱扣特性：D型10-14In瞬时脱扣
·运行短路分断能力：4.5kA(1~4P)

结构特点

·具有短路限流结构——额定短路分断能力高

·具有过载及短路保护装置——保护功能齐全

·采用“框式”接线结构——接线安全可靠

·可配多种附件：辅助开关、警报开关、分励脱扣器、	
	 欠压脱扣器、汇流排——功能扩展简便
·模块化、模数化——任意组合，系列配套

·TH35mm标准安装轨安装——安装简捷方便

接线能力

·25mm2及以下导线

外形尺寸

极数	 宽度 mm	 额定电流 A	 产品型号 
Poles	 Width	 Rated Current	 Product Type

BM-63D BM-63D

BM 系列小型断路器
BM Ser ies  Minia ture  Ci rcu i t  Breaker

BM 系列小型断路器
BM Ser ies  Minia ture  Ci rcu i t  Breaker
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使用环境

·环境温度：-5
。

C ~ +40
。
C

·海拔：   2000m
·空气相对湿度：   90%

Operating Environment
·Ambient temperature: -5

。
C ~ +40

。
C

·Altitude:     2000m
·Relative air humidity:     90%

用 途

·工业配电系统
·短路及过载保护
·可做隔离开关使用

Technical Specification
·Standard: IEC60898.GB10963
·Rated voltage: AC 230V/400V
·Number of electrical operating cycles: 4000 times
·Tripping characteristics: D curve instantaneous trip     
	 between 10 and 14 In
·Short circuit breaking capacity of rated current:
	 Rated Current(A)     Poles      Voltage(V)      Breaking Capacity(kA)
    63, 80, 100	        1P         230/400	              10
    63, 80, 100           2-4P          400	      10

Technical Specification
·With short circuit current-limiting structure - high breaking capacity 	
·With overload and short circuit protection device - perfect protection 	
	 	 function
·Adopt "Frame" connection structure - connection with safety
·Compatible with several kinds of accessories: auxiliary contact,  alarm 	
	 contact, shunt trip release, under - voltage release, collecting bar - 		easy for 	
	 functional expansion
·Modularization - random combination, series mating
·Installation with TH35mm standard installation track - easy and 			simple 	
	 installation

Connection Capability
·50mm2 and  smaller conducting wires

Outline Dimensions

技术参数

·符合标准：IEC60947-2、GB14048.2
·额定工作电压：AC230V/400V
·电气寿命：1500次
·脱扣特性：D型10-14In瞬时脱扣
·运行短路分断能力：
	 额定电流(A)     极数   电压(V)    分断能力(kA)
    63, 80, 100	   1P        230/400	 10
    63, 80, 100	  2-4P         400	 10

结构特点

·具有短路限流结构——额定短路分断能力高
·具有过载及短路保护装置——保护功能齐全
·采用“框式”接线结构——接线安全可靠
·可配多种附件：警报开关、辅助开关、分励脱扣器、
	 欠压脱扣器、汇流排——功能扩展简便
·模块化、模数化——任意组合，系列配套
·TH35mm标准安装轨安装——安装简捷方便

接线能力

·50mm2及以下导线

外形尺寸

4P
3P

2P
1P

108
81

54
27

BM-100

77

50

45 8035

* 分断能力230/400V: BR-32 (06~32A)	 4.5kA
	 	 BR-50 (40~50A)

注：1. 0型没有中性线，N型有中性线

例：漏电断路器，BR系列，2极， 6A，C特性曲线，额定动作电流30mA ，标法如下：BR-32C/20/0630

BR

额定剩余动作电流：30mA

额定电流(A)：

中性线：	 0, N   注1

过流保护极数： 	 1, 2, 3

脱扣类型：	 C

壳架电流：	 32, 50

BR: 	 漏电断路器

32: 06, 10, 16, 20, 25, 32
50: 40, 50

* Breaking Capacity 230/400: BR-32 (06~32A)	 4.5kA
	 	 BR-50 (40~50A)	 4.5kA

Note: 1. 0-No Phase, N-N Phase

Example: Leakage Circuit Breaker, BR Series, 2Pole, 6A, Tripping Characteristics C,
	 Residual Current 30mA: BR-32C/20/0630

BR

Residual Current: 	 30mA

Rated Current(A): 

N Phase: 	 0, N   Note1

Phase Protective Poles: 	 1, 2, 3

Tripping Characteristics:	 C

Rated Current of Frame Size: 	32, 50

BR: 	 Leakage Circuit Breaker

32: 06, 10, 16, 20, 25, 32
50: 40, 50

BR Series

8       TAIAN

813P BM-100D
BM-100D
BM-100D
BM-100D
BM-100D
BM-100D
 BM-100D
BM-100D
BM-100D
BM-100D
BM-100D
BM-100D

63
80

100
63
80

100
63
80

100
63
80

100

1063
1080
1100
2063
2080
2100
3063
3080
3100
4063
4080
4100

1 3 5

2 4 6

7.5

L

35 27

极数	 宽度 mm	 额定电流 A	 产品型号 
Poles	 Width	 Rated Current	 Product Type

BM-100D BR系列选型指南 

BR 系列漏电断路器
B R  S e r i e s  L e a k a g e  C i r c u i t  B r e a k e r

BM 系列小型断路器
BM Ser ies  Minia ture  Ci rcu i t  Breaker

Application
·Industrial distribution system
·Short circuit and overload protection
·Used as switch-disconnector

BR 系列
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使用环境

·环境温度：-5
。

C ~ +40
。
C

·海拔：   2000m
·空气相对湿度：   90%

Operating Environment
·Ambient temperature: -5

。
C ~ +40

。
C

·Altitude:     2000m
·Relative air humidity:     90%

用 途

·工业配电系统
·短路及过载保护
·可做隔离开关使用

Technical Specification
·Standard: IEC60898.GB10963
·Rated voltage: AC 230V/400V
·Number of electrical operating cycles: 4000 times
·Tripping characteristics: D curve instantaneous trip     
	 between 10 and 14 In
·Short circuit breaking capacity of rated current:
	 Rated Current(A)     Poles      Voltage(V)      Breaking Capacity(kA)
    63, 80, 100	        1P         230/400	              10
    63, 80, 100           2-4P          400	      10

Technical Specification
·With short circuit current-limiting structure - high breaking capacity 	
·With overload and short circuit protection device - perfect protection 	
	 	 function
·Adopt "Frame" connection structure - connection with safety
·Compatible with several kinds of accessories: auxiliary contact,  alarm 	
	 contact, shunt trip release, under - voltage release, collecting bar - 		easy for 	
	 functional expansion
·Modularization - random combination, series mating
·Installation with TH35mm standard installation track - easy and 			simple 	
	 installation

Connection Capability
·50mm2 and  smaller conducting wires

Outline Dimensions

技术参数

·符合标准：IEC60947-2、GB14048.2
·额定工作电压：AC230V/400V
·电气寿命：1500次
·脱扣特性：D型10-14In瞬时脱扣
·运行短路分断能力：
	 额定电流(A)     极数   电压(V)    分断能力(kA)
    63, 80, 100	   1P        230/400	 10
    63, 80, 100	  2-4P         400	 10

结构特点

·具有短路限流结构——额定短路分断能力高
·具有过载及短路保护装置——保护功能齐全
·采用“框式”接线结构——接线安全可靠
·可配多种附件：警报开关、辅助开关、分励脱扣器、
	 欠压脱扣器、汇流排——功能扩展简便
·模块化、模数化——任意组合，系列配套
·TH35mm标准安装轨安装——安装简捷方便

接线能力

·50mm2及以下导线

外形尺寸

4P
3P

2P
1P

108
81

54
27

BM-100

77

50

45 8035

* 分断能力230/400V: BR-32 (06~32A)	 4.5kA
	 	 BR-50 (40~50A)

注：1. 0型没有中性线，N型有中性线

例：漏电断路器，BR系列，2极， 6A，C特性曲线，额定动作电流30mA ，标法如下：BR-32C/20/0630

BR

额定剩余动作电流：30mA

额定电流(A)：

中性线：	 0, N   注1

过流保护极数： 	 1, 2, 3

脱扣类型：	 C

壳架电流：	 32, 50

BR: 	 漏电断路器

32: 06, 10, 16, 20, 25, 32
50: 40, 50

* Breaking Capacity 230/400: BR-32 (06~32A)	 4.5kA
	 	 BR-50 (40~50A)	 4.5kA

Note: 1. 0-No Phase, N-N Phase

Example: Leakage Circuit Breaker, BR Series, 2Pole, 6A, Tripping Characteristics C,
	 Residual Current 30mA: BR-32C/20/0630

BR

Residual Current: 	 30mA

Rated Current(A): 

N Phase: 	 0, N   Note1

Phase Protective Poles: 	 1, 2, 3

Tripping Characteristics:	 C

Rated Current of Frame Size: 	32, 50

BR: 	 Leakage Circuit Breaker

32: 06, 10, 16, 20, 25, 32
50: 40, 50

BR Series

8       TAIAN

813P BM-100D
BM-100D
BM-100D
BM-100D
BM-100D
BM-100D
 BM-100D
BM-100D
BM-100D
BM-100D
BM-100D
BM-100D

63
80

100
63
80

100
63
80

100
63
80

100

1063
1080
1100
2063
2080
2100
3063
3080
3100
4063
4080
4100

1 3 5

2 4 6

7.5

L

35 27

极数	 宽度 mm	 额定电流 A	 产品型号 
Poles	 Width	 Rated Current	 Product Type

BM-100D BR系列选型指南 

BR 系列漏电断路器
B R  S e r i e s  L e a k a g e  C i r c u i t  B r e a k e r

BM 系列小型断路器
BM Ser ies  Minia ture  Ci rcu i t  Breaker

Application
·Industrial distribution system
·Short circuit and overload protection
·Used as switch-disconnector

BR 系列
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使用环境

·环境温度：-5
。
C ~ +40

。
C

·海拔：   2000m
·空气相对湿度：   90%

Operating Environment
·Ambient temperature: -5

。
C ~ +40

。
C

·Altitude:     2000m
·Relative air humidity:     90%

用 途

·对地漏电、人体直接或间接触电等故障进行保护
·TT.TN-S的接地系统中
·短路、过载保护

Application
·Protecting against current leakage, direct or indirect
 	electrical shocks
·In TT.TN-S ground system
·Short circuit and overload protection

Technical Specification
·Standard: IEC61009-1、GB16917.1
·Rated voltage: AC 230V/400V
·Short circuit breaking capacity of rated current:
	 Rated Current(A)  Voltage(V)  Breaking Capacity(kA)              Poles
            6-50            230/400                4.5                 1P+N, 2P, 3P, 3P+N
·Tripping characteristics: C curve instantaneous trip     
	 between 5 and 10 In
·Residual current: 30mA

Connection Capability
·BR-32: 10mm2 and smaller conducting wires
·BR-50: 25mm2 and smaller conducting wires

Outline Dimensions

技术参数

·符合标准：IEC61009-1、GB16917.1
·额定工作电压：AC230V/400V
·运行短路分断能力：
	 电流(A)    电压(V)   分断能力(kA)              极数
      6-50       230/400          4.5            1P+N, 2P, 3P, 3P+N
·脱扣特性：C型5-10In瞬时脱扣
·额定剩余动作电流：30mA

接线能力

·BR-32: 10mm2及以下导线
·BR-50: 25mm2及以下导线

外形尺寸

BR-32外形尺寸：

BR-50外形尺寸：

BR-32C/1N

BR-32C/1N

BR-32C/1N

BR-32C/1N

BR-32C/1N

BR-32C/1N

BR-50C/1N

BR-50C/1N

BR-32C/20

BR-32C/20

BR-32C/20

BR-32C/20

BR-32C/20

BR-32C/20

BR-50C/20

BR-50C/20

BR-32C/30

BR-32C/30

BR-32C/30

BR-32C/30

BR-32C/30

BR-32C/30

BR-50C/30

BR-50C/30

BR-32C/3N

BR-32C/3N

BR-32C/3N

BR-32C/3N

BR-32C/3N

BR-32C/3N

BR-50C/3N

BR-50C/3N

6

10

16

20

25

32

40

50

6

10

16

20

25

32

40

50

6

10

16

20

25

32

40

50

6

10

16

20

25

32

40

50

45

54

63

72

90

108

99

126

1P+N

2P

3P

3P+N

30

30

30

30

30

30

30

30

30

30

30

30

30

30

30

30

30

30

30

30

30

30

30

30

30

30

30

30

30

30

30

30

32

32

32

32

32

32

50

50

32

32

32

32

32

32

50

50

32

32

32

32

32

32

50

50

32

32

32

32

32

32

50

50

0630

1030

1630

2030

2530

3230

4030

5030

0630

1030

1630

2030

2530

3230

4030

5030

0630

1030

1630

2030

2530

3230

4030

5030

0630

1030

1630

2030

2530

3230

4030

5030

3P+N: 54+72
	 3P: 54+54
	 2P: 36+36
1P+N: 18+36

70

60

45

99
80 35

BR-50

3P 3P+N
2P

1P+N

54
36

18

64 8

46
28

3P+N: 54+45
	 3P: 54+36
	 2P: 36+27
1P+N: 18+27

70

60

45

99
80 35

BR-32

3P 3P+N
2P

1P+N

54
36

18

39 6

30
21

极数	 宽度 mm	额定电流 A	 产品型号 
Poles	 Width	 Rated Current	 Product Type

Technical Specification
·With short circuit current-limiting structure-high breaking 
	 capacity
·With overload and short circuit protection device - perfect
	 protection function
·Adopt "Frame" connection structure - connection with safety
·Compatible with several kinds of accessories: auxiliary contact, 
	 alarm contact, collecting bar - easy for functional expansion
·Modularization - random combination, series mating
·Installation with TH35mm standard installation track - easy and 	
	 simple installation

结构特点

·具有短路限流结构——额定短路分断能力高
·具有过载及短路保护装置——保护功能齐全
·采用“框式”接线结构——接线安全可靠
·可配多种附件：辅助开关、警报开关、汇流排
	 ——功能扩展简便
·模块化、模数化——任意组合，系列配套
·TH35mm标准安装轨安装——安装简捷方便

7.5

L

35 27

7.5

L

35 27

壳架等级
额定电流 A

(Frame 
Current)

额定漏电
动作电流 mA
(Rated Leakage 

Current)

BR-32C/50C BR-32C/50C

BR 系列漏电断路器
B R  S e r i e s  L e a k a g e  C i r c u i t  B r e a k e r

BR 系列漏电断路器
B R  S e r i e s  L e a k a g e  C i r c u i t  B r e a k e r
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使用环境

·环境温度：-5
。
C ~ +40

。
C

·海拔：   2000m
·空气相对湿度：   90%

Operating Environment
·Ambient temperature: -5

。
C ~ +40

。
C

·Altitude:     2000m
·Relative air humidity:     90%

用 途

·对地漏电、人体直接或间接触电等故障进行保护
·TT.TN-S的接地系统中
·短路、过载保护

Application
·Protecting against current leakage, direct or indirect
 	electrical shocks
·In TT.TN-S ground system
·Short circuit and overload protection

Technical Specification
·Standard: IEC61009-1、GB16917.1
·Rated voltage: AC 230V/400V
·Short circuit breaking capacity of rated current:
	 Rated Current(A)  Voltage(V)  Breaking Capacity(kA)              Poles
            6-50            230/400                4.5                 1P+N, 2P, 3P, 3P+N
·Tripping characteristics: C curve instantaneous trip     
	 between 5 and 10 In
·Residual current: 30mA

Connection Capability
·BR-32: 10mm2 and smaller conducting wires
·BR-50: 25mm2 and smaller conducting wires

Outline Dimensions

技术参数

·符合标准：IEC61009-1、GB16917.1
·额定工作电压：AC230V/400V
·运行短路分断能力：
	 电流(A)    电压(V)   分断能力(kA)              极数
      6-50       230/400          4.5            1P+N, 2P, 3P, 3P+N
·脱扣特性：C型5-10In瞬时脱扣
·额定剩余动作电流：30mA

接线能力

·BR-32: 10mm2及以下导线
·BR-50: 25mm2及以下导线

外形尺寸

BR-32外形尺寸：

BR-50外形尺寸：

BR-32C/1N

BR-32C/1N

BR-32C/1N

BR-32C/1N

BR-32C/1N

BR-32C/1N

BR-50C/1N

BR-50C/1N

BR-32C/20

BR-32C/20

BR-32C/20

BR-32C/20

BR-32C/20

BR-32C/20

BR-50C/20

BR-50C/20

BR-32C/30

BR-32C/30

BR-32C/30

BR-32C/30

BR-32C/30

BR-32C/30

BR-50C/30

BR-50C/30

BR-32C/3N

BR-32C/3N

BR-32C/3N

BR-32C/3N

BR-32C/3N

BR-32C/3N

BR-50C/3N

BR-50C/3N

6

10

16

20

25

32

40

50

6

10

16

20

25

32

40

50

6

10

16

20

25

32

40

50

6

10

16

20

25

32

40

50

45

54

63

72

90

108

99

126

1P+N

2P

3P

3P+N

30

30

30

30

30

30

30

30

30

30

30

30

30

30

30

30

30

30

30

30

30

30

30

30

30

30

30

30

30

30

30

30

32

32

32

32

32

32

50

50

32

32

32

32

32

32

50

50

32

32

32

32

32

32

50

50

32

32

32

32

32

32

50

50

0630

1030

1630

2030

2530

3230

4030

5030

0630

1030

1630

2030

2530

3230

4030

5030

0630

1030

1630

2030

2530

3230

4030

5030

0630

1030

1630

2030

2530

3230

4030

5030

3P+N: 54+72
	 3P: 54+54
	 2P: 36+36
1P+N: 18+36

70

60

45

99
80 35

BR-50

3P 3P+N
2P

1P+N

54
36

18

64 8

46
28

3P+N: 54+45
	 3P: 54+36
	 2P: 36+27
1P+N: 18+27

70

60

45

99
80 35

BR-32

3P 3P+N
2P

1P+N

54
36

18

39 6

30
21

极数	 宽度 mm	额定电流 A	 产品型号 
Poles	 Width	 Rated Current	 Product Type

Technical Specification
·With short circuit current-limiting structure-high breaking 
	 capacity
·With overload and short circuit protection device - perfect
	 protection function
·Adopt "Frame" connection structure - connection with safety
·Compatible with several kinds of accessories: auxiliary contact, 
	 alarm contact, collecting bar - easy for functional expansion
·Modularization - random combination, series mating
·Installation with TH35mm standard installation track - easy and 	
	 simple installation

结构特点

·具有短路限流结构——额定短路分断能力高
·具有过载及短路保护装置——保护功能齐全
·采用“框式”接线结构——接线安全可靠
·可配多种附件：辅助开关、警报开关、汇流排
	 ——功能扩展简便
·模块化、模数化——任意组合，系列配套
·TH35mm标准安装轨安装——安装简捷方便

7.5

L

35 27

7.5

L

35 27

壳架等级
额定电流 A

(Frame 
Current)

额定漏电
动作电流 mA
(Rated Leakage 

Current)

BR-32C/50C BR-32C/50C

BR 系列漏电断路器
B R  S e r i e s  L e a k a g e  C i r c u i t  B r e a k e r

BR 系列漏电断路器
B R  S e r i e s  L e a k a g e  C i r c u i t  B r e a k e r
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BMN 系列

BMN-32C

BMN-32C

BMN-32C

BMN-32C

BMN-32C

BMN-32C

6

10

16

20

25

32

6

10

16

20

25

32

Outline Dimensions外形尺寸

使用环境

·环境温度：-5。C ~ +40。C
·海拔：   2000m
·空气相对湿度：   95%

Operating Environment
·Ambient temperature: -5。C ~ +40。C
·Altitude:     2000m
·Relative air humidity:     95%

用 途

·TT、TN-S的接地系统中
·短路及过载保护

Application
·TT、TN-S ground system
·Short circuit and overload protection

Technical Specification
·Standard: IEC60898.GB10963
·Rated voltage: AC 230V
·Number of electrical operating cycles: 4000 times
·Tripping characteristics: C curve instantaneous trip     
	 between 5 and 10 In
·Short circuit breaking capacity of rated current: 4.5kA (1P+N)

Technical Specification
·When the breaker operates normally or the breaker is in the
	 position OFF for failure protection, phase conductors and
	 neutral wires are in the state OFF avoiding the neutral wires
	 charged when in failure
·During the operation of connecting and disjunction, the 			 	
	 connection of neutral wires is in first and disjunction lagging 	
	 behind
·With short circuit current limiting structure - high breaking
	 capability 
·With overload and short circurt protection device - perfect
	 protection function
·Easy and safe connection
·Installation with TH35mm standard installation track 

Connection Capability
·10mm2 and smaller conducting wires

技术参数

·符合标准：IEC60898、GB10963
·额定工作电压：AC230V
·电气寿命：4000次
·脱扣特性：C型5-10In瞬时脱扣
·运行短路分断能力：4.5kA (1P+N)

结构特点

·断路器正常操作或故障保护使断路器处于分断位置时，

	 相线、中性线都处在断开状态、避免中性线故障时带电
·在进行接通和分断操作时，中性线接通优先，分断滞后

·具有短路限流功能，额定短路分断能力高

·具有过载保护及短路保护装置——保护功能齐全

·接线方便可靠

·TH35mm标准安装轨安装

接线能力

·10mm2及以下导线

18

BMN-32

68

60

45 7735

181P+N

N 2

N 1

* 分断能力230V: BMN-32 (06~32A)   4.5kA
* BMN系列尺寸宽度：18mm

例：小型断路器 10A C特性曲线 标法如下：BMN-32C/10

BMN

额定电流(A)：06, 10, 16, 20, 25, 32

脱扣类型：	 C

壳架电流：	 32

BMN:	 小型断路器

BMN Series

* Breaking Capacity 230V: BMN-32 (06~32A)   4.5kA
* BMN Series Width Dimensions: 18mm

Example: MCB, BMN Series, 10A, Tripping Characteristics C: BMN-32C/10

BMN

Rated Current(A): 	 06, 10, 16, 20, 25, 32

Tripping Characteristics: 	 C

Rated Current Of Frame Size: 	32

BMN: 	 Miniature Circuit Breaker

N

N

7.5

L

35 27

极数	 宽度 mm	 额定电流 A	 产品型号 
Poles	 Width	 Rated Current	 Product Type

BMN 系列选型指南 BMN-32C

BMN 系列小型断路器
BMN Ser ies  Minia ture  Ci rcu i t  Breaker

BMN 系列小型断路器
BMN Ser ies  Minia ture  Ci rcu i t  Breaker
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BMN 系列

BMN-32C

BMN-32C

BMN-32C

BMN-32C

BMN-32C

BMN-32C

6

10

16

20

25

32

6

10

16

20

25

32

Outline Dimensions外形尺寸

使用环境

·环境温度：-5。C ~ +40。C
·海拔：   2000m
·空气相对湿度：   95%

Operating Environment
·Ambient temperature: -5。C ~ +40。C
·Altitude:     2000m
·Relative air humidity:     95%

用 途

·TT、TN-S的接地系统中
·短路及过载保护

Application
·TT、TN-S ground system
·Short circuit and overload protection

Technical Specification
·Standard: IEC60898.GB10963
·Rated voltage: AC 230V
·Number of electrical operating cycles: 4000 times
·Tripping characteristics: C curve instantaneous trip     
	 between 5 and 10 In
·Short circuit breaking capacity of rated current: 4.5kA (1P+N)

Technical Specification
·When the breaker operates normally or the breaker is in the
	 position OFF for failure protection, phase conductors and
	 neutral wires are in the state OFF avoiding the neutral wires
	 charged when in failure
·During the operation of connecting and disjunction, the 			 	
	 connection of neutral wires is in first and disjunction lagging 	
	 behind
·With short circuit current limiting structure - high breaking
	 capability 
·With overload and short circurt protection device - perfect
	 protection function
·Easy and safe connection
·Installation with TH35mm standard installation track 

Connection Capability
·10mm2 and smaller conducting wires

技术参数

·符合标准：IEC60898、GB10963
·额定工作电压：AC230V
·电气寿命：4000次
·脱扣特性：C型5-10In瞬时脱扣
·运行短路分断能力：4.5kA (1P+N)

结构特点

·断路器正常操作或故障保护使断路器处于分断位置时，

	 相线、中性线都处在断开状态、避免中性线故障时带电
·在进行接通和分断操作时，中性线接通优先，分断滞后

·具有短路限流功能，额定短路分断能力高

·具有过载保护及短路保护装置——保护功能齐全

·接线方便可靠

·TH35mm标准安装轨安装

接线能力

·10mm2及以下导线

18

BMN-32

68

60

45 7735

181P+N

N 2

N 1

* 分断能力230V: BMN-32 (06~32A)   4.5kA
* BMN系列尺寸宽度：18mm

例：小型断路器 10A C特性曲线 标法如下：BMN-32C/10

BMN

额定电流(A)：06, 10, 16, 20, 25, 32

脱扣类型：	 C

壳架电流：	 32

BMN:	 小型断路器

BMN Series

* Breaking Capacity 230V: BMN-32 (06~32A)   4.5kA
* BMN Series Width Dimensions: 18mm

Example: MCB, BMN Series, 10A, Tripping Characteristics C: BMN-32C/10

BMN

Rated Current(A): 	 06, 10, 16, 20, 25, 32

Tripping Characteristics: 	 C

Rated Current Of Frame Size: 	32

BMN: 	 Miniature Circuit Breaker

N

N

7.5

L

35 27

极数	 宽度 mm	 额定电流 A	 产品型号 
Poles	 Width	 Rated Current	 Product Type

BMN 系列选型指南 BMN-32C

BMN 系列小型断路器
BMN Ser ies  Minia ture  Ci rcu i t  Breaker

BMN 系列小型断路器
BMN Ser ies  Minia ture  Ci rcu i t  Breaker
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BRN 系列

BRN Series

BRN

额定剩余动作电流：30mA

额定电流(A)：	 06, 10, 16, 20, 25, 32

脱扣类型：	 C

壳架电流：	 32

BRN: 	 漏电断路器
* 分断能力230V: BRN-32 (06~32A)   4.5kA
* BRN系列尺寸宽度：36mm

例：漏电断路器 10A C特性曲线，额定剩余动作电流30mA 标法如下：BRN-32C/1030

BRN

Residual Current: 	 30mA

Rated Current: 	 06, 10, 16, 20, 25, 32

Tripping Characteristics: 	C

Rated Current of Fame Size: 	 32

BRN: 	 Leakage Circuit Breaker
* Breaking Capacity 230V: BRN-32 (06~32A)   4.5kA
* BRN Series Width Dimensions: 36mm

Example: Leakage Circuit Breaker, BRN Series, 10A,  Tripping Characteristics C, 
	 Residual Current 30mA: BRN-32C/1030

BRN-32C

BRN-32C

BRN-32C

BRN-32C

BRN-32C

BRN-32C

6

10

16

20

25

32

0630

1030

1630

2030

2530

3230

Outline Dimensions外形尺寸

使用环境

·环境温度：-5。C ~ +40。C
·海拔：   2000m
·空气相对湿度：   95%

Operating Environment
·Ambient temperature: -5。C ~ +40。C
·Altitude:     2000m
·Relative air humidity:     95%

Application
·TT、TN-S ground system
·Short circuit and overload protection

Technical Specification
·Standard: IEC61009-1, GB16917.1
·Rated voltage: AC 230V
·Number of electrical operating cycles: 4000 times
·Tripping characteristics: C curve instantaneous trip     
	 between 5 and 10 In
·Residual  current: 30mA
·Short circuit breaking capacity of rated current: 4.5kA (1P+N)

Technical Specification
·When the breaker operates normally or the breaker is in the
	 position OFF for failure protection, phase conductors and
	 neutral wires are in the state OFF avoiding the neutral wires
	 charged when in failure
·During the operation of connecting and disjunction, the 			 	
	 connection of neutral wires is in first and disjunction lagging 	
	 behind.
·With short circuit current limiting structure - high breaking
	 capability
·With overload and short circurt protection device - perfect
	 protection function
·Easy and safe connection
·Installation with TH35mm standard installation track 

Connection Capability
·10mm2 and  smaller conducting wires

技术参数

·符合标准：IEC61009-1、GB16917.1
·额定工作电压：AC230V
·电气寿命：4000次
·脱扣特性：C型5-10In瞬时脱扣
·额定剩余动作电流：30mA
·运行短路分断能力：4.5kA (1P+N)

结构特点

·断路器正常操作或故障保护使断路器处于分断位置时，

	 相线、中性线都处在断开状态、避免中性线故障时带电
·在进行接通和分断操作时，中性线接通优先，分断滞后

·具有短路限流功能，额定短路分断能力高

·具有过载保护及短路保护装置——保护功能齐全

·接线方便可靠

·TH35mm标准安装轨安装

接线能力

·10mm2及以下导线

36
18

BRN-32

68

60

45 7735

361P+N
N

N 2

1

T

N

N

7.5

L

35 27

极数	 宽度 mm	 额定电流 A	 产品型号 
Poles	 Width	 Rated Current	 Product Type

BRN 系列选型指南 BRN 系列选型指南 

BRN 系列漏电断路器
BRN Series  Leakage Circui t  Breaker  

BRN 系列漏电断路器
BRN Series  Leakage Circui t  Breaker  

用 途

·TT、TN-S的接地系统中
·短路及过载保护
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BRN 系列

BRN Series

BRN

额定剩余动作电流：30mA

额定电流(A)：	 06, 10, 16, 20, 25, 32

脱扣类型：	 C

壳架电流：	 32

BRN: 	 漏电断路器
* 分断能力230V: BRN-32 (06~32A)   4.5kA
* BRN系列尺寸宽度：36mm

例：漏电断路器 10A C特性曲线，额定剩余动作电流30mA 标法如下：BRN-32C/1030

BRN

Residual Current: 	 30mA

Rated Current: 	 06, 10, 16, 20, 25, 32

Tripping Characteristics: 	C

Rated Current of Fame Size: 	 32

BRN: 	 Leakage Circuit Breaker
* Breaking Capacity 230V: BRN-32 (06~32A)   4.5kA
* BRN Series Width Dimensions: 36mm

Example: Leakage Circuit Breaker, BRN Series, 10A,  Tripping Characteristics C, 
	 Residual Current 30mA: BRN-32C/1030

BRN-32C

BRN-32C

BRN-32C

BRN-32C

BRN-32C

BRN-32C

6

10

16

20

25

32

0630

1030

1630

2030

2530

3230

Outline Dimensions外形尺寸

使用环境

·环境温度：-5。C ~ +40。C
·海拔：   2000m
·空气相对湿度：   95%

Operating Environment
·Ambient temperature: -5。C ~ +40。C
·Altitude:     2000m
·Relative air humidity:     95%

Application
·TT、TN-S ground system
·Short circuit and overload protection

Technical Specification
·Standard: IEC61009-1, GB16917.1
·Rated voltage: AC 230V
·Number of electrical operating cycles: 4000 times
·Tripping characteristics: C curve instantaneous trip     
	 between 5 and 10 In
·Residual  current: 30mA
·Short circuit breaking capacity of rated current: 4.5kA (1P+N)

Technical Specification
·When the breaker operates normally or the breaker is in the
	 position OFF for failure protection, phase conductors and
	 neutral wires are in the state OFF avoiding the neutral wires
	 charged when in failure
·During the operation of connecting and disjunction, the 			 	
	 connection of neutral wires is in first and disjunction lagging 	
	 behind.
·With short circuit current limiting structure - high breaking
	 capability
·With overload and short circurt protection device - perfect
	 protection function
·Easy and safe connection
·Installation with TH35mm standard installation track 

Connection Capability
·10mm2 and  smaller conducting wires

技术参数

·符合标准：IEC61009-1、GB16917.1
·额定工作电压：AC230V
·电气寿命：4000次
·脱扣特性：C型5-10In瞬时脱扣
·额定剩余动作电流：30mA
·运行短路分断能力：4.5kA (1P+N)

结构特点

·断路器正常操作或故障保护使断路器处于分断位置时，

	 相线、中性线都处在断开状态、避免中性线故障时带电
·在进行接通和分断操作时，中性线接通优先，分断滞后

·具有短路限流功能，额定短路分断能力高

·具有过载保护及短路保护装置——保护功能齐全

·接线方便可靠

·TH35mm标准安装轨安装

接线能力

·10mm2及以下导线

36
18

BRN-32

68

60

45 7735

361P+N
N

N 2

1

T

N

N

7.5

L

35 27

极数	 宽度 mm	 额定电流 A	 产品型号 
Poles	 Width	 Rated Current	 Product Type

BRN 系列选型指南 BRN 系列选型指南 

BRN 系列漏电断路器
BRN Series  Leakage Circui t  Breaker  

BRN 系列漏电断路器
BRN Series  Leakage Circui t  Breaker  

用 途

·TT、TN-S的接地系统中
·短路及过载保护
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* 可以同时安装多个附件

注：1. AUX、ALT项无控制电压要求，交直流及控制电压不标
	 2. BR产品无右侧安装附件（UVT,  SHT+AUX）

例：1.分励脱扣器+辅助开关 右侧安装 交流230V 标法如下：MAG-RAC230
	 2.辅助开关标法如下：MAX-L或MAX

控制电压：               		 注1 

交直流：

安装位置：

附属品别：

附属品别：	MA: BM-63, BM-100, BR-32/50；注2 

附件系列

Accessories

024=24V
230=230V

X=AUX 	   辅助开关
L=ALT 	   警报开关
U=UVT 	   欠压脱扣器
G=SHT+AUX  分励脱扣器+辅助开关

L=左侧安装
R=右侧安装

AC=交流
DC=直流

* More than one accessories could be installed at the same time

Note：1. AUX、ALT : no request for control voltage, and no mark of AC/DC and control voltage 
	 2. BR Series: no right installation accessories (UVT, SHT+AUX)

Example:1. Shunt Release + Auxiliary Contact,  Right Installation, AC 230V:  MAG-RAC230
	 2. Auxiliary Contact: MAX-L or MAX

Control Voltage: 	 	 	 Note1 

AC/DC:

Installation Position:

Name of Accessories:

Name of Products MA: BM-63, BM-100, BR-32/50;     Note2 

024=24V
230=230V

X=AUX 	   Auxiliary Contact
L=ALT 	   Alarm Contact
U=UVT 	   Under Voltage Release
G=SHT+AUX  Shunt Release + Auxiliary Contact

L=Left Installation
R=Right Installation

AC
DC

9

9

18

18

MAX 辅助开关
MAX Auxi l i a ry  Con tac t

用 途   Application
·加装于BM小型断路器左侧
	 Installed on the left  of the BM miniature circuit breaker
·指示断路器通断状态
	 Indicating the ON/OFF state of the breaker

MAU 欠压脱扣器
M A U  U n e r- v o l t a g e  R e l e a s e

用 途   Application
·加装于BM小型断路器右侧
	 Installed on the right  of the BM miniature circuit breaker
·线路电压降至35%~70%时，触发断路器脱扣，直至电压恢
	复至85%以上断路器才可以手动接通。
	 When the circuit voltage drops to 35%~70%, activate the break
	 to trip. Not until the voltage resume to 85% above, can the break 
	 be connected manually.

MAL 警报开关
M A L  A l a r m  C o n t a c t

用 途   Application
·加装于BM小型断路器左侧
	 Installed on the left  of the BM miniature circuit breaker
·指示断路器因故障脱扣的状态
	 Indicating the tripping state of the breaker because of defect

技术参数   Technical Specification
·额定工作电流(Rated operating current):
	 AC	 230V 	  6A
	 AC	 400V	  3A
	 DC	  24V	  6A
	 DC	  48V	  2A
	 DC	 110V	  1A
	 DC	 220V	 0.4A

技术参数   Technical Specification
·额定工作电流(Rated operating current):
	 AC	 230V 	  6A
	 AC	 400V	  3A
	 DC	  24V	  6A
	 DC	  48V	  2A
	 DC	 110V	  1A
	 DC	 220V	 0.4A

技术参数   Technical Specification
·控制电压(Control voltage):
	 AC	 230V

M A G  分励脱扣器+辅助开关
M A G  S h u n t  t r i p  r e l e a s e  +  A u x i l i a r y  C o n t a c t  

用 途   Application
·加装于BM小型断路器右侧
	 Installed on the right  of the BM miniature circuit breaker
·对断路器脱扣进行远程控制
	 Remote control of the breaker,s tripping
·指示断路器通断状态
	 Indicating the ON/OFF state of the breaker

技术参数   Technical Specification
·控制电压(Control voltage):
	 AC	 230V
	 DC	  24V

接线能力   Connection Capability
·单线(Single wire): 2.5mm2

·双线(Double wire): 1.5mm2

 	 宽度 mm
 	 Width

附件系列选型指南 附件   Accessories

小型断路器附件
Miniature Circuit Breaker Accessories

小型断路器附件
Miniature Circuit Breaker Accessories
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* 可以同时安装多个附件

注：1. AUX、ALT项无控制电压要求，交直流及控制电压不标
	 2. BR产品无右侧安装附件（UVT,  SHT+AUX）

例：1.分励脱扣器+辅助开关 右侧安装 交流230V 标法如下：MAG-RAC230
	 2.辅助开关标法如下：MAX-L或MAX

控制电压：               		 注1 

交直流：

安装位置：

附属品别：

附属品别：	MA: BM-63, BM-100, BR-32/50；注2 

附件系列

Accessories

024=24V
230=230V

X=AUX 	   辅助开关
L=ALT 	   警报开关
U=UVT 	   欠压脱扣器
G=SHT+AUX  分励脱扣器+辅助开关

L=左侧安装
R=右侧安装

AC=交流
DC=直流

* More than one accessories could be installed at the same time

Note：1. AUX、ALT : no request for control voltage, and no mark of AC/DC and control voltage 
	 2. BR Series: no right installation accessories (UVT, SHT+AUX)

Example:1. Shunt Release + Auxiliary Contact,  Right Installation, AC 230V:  MAG-RAC230
	 2. Auxiliary Contact: MAX-L or MAX

Control Voltage: 	 	 	 Note1 

AC/DC:

Installation Position:

Name of Accessories:

Name of Products MA: BM-63, BM-100, BR-32/50;     Note2 

024=24V
230=230V

X=AUX 	   Auxiliary Contact
L=ALT 	   Alarm Contact
U=UVT 	   Under Voltage Release
G=SHT+AUX  Shunt Release + Auxiliary Contact

L=Left Installation
R=Right Installation

AC
DC

9

9

18

18

MAX 辅助开关
MAX Auxi l i a ry  Con tac t

用 途   Application
·加装于BM小型断路器左侧
	 Installed on the left  of the BM miniature circuit breaker
·指示断路器通断状态
	 Indicating the ON/OFF state of the breaker

MAU 欠压脱扣器
M A U  U n e r- v o l t a g e  R e l e a s e

用 途   Application
·加装于BM小型断路器右侧
	 Installed on the right  of the BM miniature circuit breaker
·线路电压降至35%~70%时，触发断路器脱扣，直至电压恢
	复至85%以上断路器才可以手动接通。
	 When the circuit voltage drops to 35%~70%, activate the break
	 to trip. Not until the voltage resume to 85% above, can the break 
	 be connected manually.

MAL 警报开关
M A L  A l a r m  C o n t a c t

用 途   Application
·加装于BM小型断路器左侧
	 Installed on the left  of the BM miniature circuit breaker
·指示断路器因故障脱扣的状态
	 Indicating the tripping state of the breaker because of defect

技术参数   Technical Specification
·额定工作电流(Rated operating current):
	 AC	 230V 	  6A
	 AC	 400V	  3A
	 DC	  24V	  6A
	 DC	  48V	  2A
	 DC	 110V	  1A
	 DC	 220V	 0.4A

技术参数   Technical Specification
·额定工作电流(Rated operating current):
	 AC	 230V 	  6A
	 AC	 400V	  3A
	 DC	  24V	  6A
	 DC	  48V	  2A
	 DC	 110V	  1A
	 DC	 220V	 0.4A

技术参数   Technical Specification
·控制电压(Control voltage):
	 AC	 230V

M A G  分励脱扣器+辅助开关
M A G  S h u n t  t r i p  r e l e a s e  +  A u x i l i a r y  C o n t a c t  

用 途   Application
·加装于BM小型断路器右侧
	 Installed on the right  of the BM miniature circuit breaker
·对断路器脱扣进行远程控制
	 Remote control of the breaker,s tripping
·指示断路器通断状态
	 Indicating the ON/OFF state of the breaker

技术参数   Technical Specification
·控制电压(Control voltage):
	 AC	 230V
	 DC	  24V

接线能力   Connection Capability
·单线(Single wire): 2.5mm2

·双线(Double wire): 1.5mm2

 	 宽度 mm
 	 Width

附件系列选型指南 附件   Accessories

小型断路器附件
Miniature Circuit Breaker Accessories

小型断路器附件
Miniature Circuit Breaker Accessories
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* BK-100   1P的尺寸宽度为18mm

例：隔离开关 63A 3极 标法如下：BK-100/3063

BK

额定电流(A)： 032, 063, 100

极数:	  1, 2, 3, 4

壳架电流:	  100

BK：	 隔离开关

* BK-100, Width Dimensions: 18mm (1P)

Example: Switch-disconnector, 63A, 3 pole: BK-100/3063

BK

Rated Current: 032, 063, 100

Poles: 1, 2, 3, 4

 Rated Current of  Frame Size: 100

BK: Swith-disconnector

脱 扣 特 性

Tripping characteristics

断路器的直流使用

Direct Current Usage of the Breakser

·按直流控制电路的功率选择断路器的额定电流
	 Select the rated current of the breaker according to the power of direct current control circuit
·直流额定电压决定需用几极断路器串联工作
	 The cascade of the breaker depending on the rated voltage of the direct current
	                        24V - 48V	 一极(cascade one)
	                            110V	 二极串联(cascade two)
	                            220V	 四极串联(cascade four)
·在以上使用条件下，线路预期短路电流不应该超过

	 Under certain conditions, the forecasting short circuit current cannot exceed
	                        24V - 48V	 10kA
	                            110V	 20kA
	                            220V	 50kA

相线+中性线系列产品在TT、TN-S系统中的使用

Phase conductor + Neutral wire   The Application of series products in TT, TN-S system

·在TT（三相四线制）、TN-S（三相五线制）系统中，要求相线与中性线同时断开
	 Phase and neutral wires are required to break at the same time in 
	 TT(three-phase four-wire), TN-S(three-phase five-wire) system

BM-63, BMN-32, BRN-32   C型(5-10ln)
Curve C(5-10ln)

BM-63  D型(10-14ln)
Curve BM-63  D(10-14ln)

BM-100  D型(10-14ln)
Curve BM-100 D(10-14ln)

脱扣特性   Tripping characteristics BK 系列选型指南 

小型断路器
Miniature Circuit Breaker

BK 系列隔离开关
BK Ser ies  Swi tch-d isconnec tor

BK 系列

BK Series
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* BK-100   1P的尺寸宽度为18mm

例：隔离开关 63A 3极 标法如下：BK-100/3063

BK

额定电流(A)： 032, 063, 100

极数:	  1, 2, 3, 4

壳架电流:	  100

BK：	 隔离开关

* BK-100, Width Dimensions: 18mm (1P)

Example: Switch-disconnector, 63A, 3 pole: BK-100/3063

BK

Rated Current: 032, 063, 100

Poles: 1, 2, 3, 4

 Rated Current of  Frame Size: 100

BK: Swith-disconnector

脱 扣 特 性

Tripping characteristics

断路器的直流使用

Direct Current Usage of the Breakser

·按直流控制电路的功率选择断路器的额定电流
	 Select the rated current of the breaker according to the power of direct current control circuit
·直流额定电压决定需用几极断路器串联工作
	 The cascade of the breaker depending on the rated voltage of the direct current
	                        24V - 48V	 一极(cascade one)
	                            110V	 二极串联(cascade two)
	                            220V	 四极串联(cascade four)
·在以上使用条件下，线路预期短路电流不应该超过

	 Under certain conditions, the forecasting short circuit current cannot exceed
	                        24V - 48V	 10kA
	                            110V	 20kA
	                            220V	 50kA

相线+中性线系列产品在TT、TN-S系统中的使用

Phase conductor + Neutral wire   The Application of series products in TT, TN-S system

·在TT（三相四线制）、TN-S（三相五线制）系统中，要求相线与中性线同时断开
	 Phase and neutral wires are required to break at the same time in 
	 TT(three-phase four-wire), TN-S(three-phase five-wire) system

BM-63, BMN-32, BRN-32   C型(5-10ln)
Curve C(5-10ln)

BM-63  D型(10-14ln)
Curve BM-63  D(10-14ln)

BM-100  D型(10-14ln)
Curve BM-100 D(10-14ln)

脱扣特性   Tripping characteristics BK 系列选型指南 

小型断路器
Miniature Circuit Breaker

BK 系列隔离开关
BK Ser ies  Swi tch-d isconnec tor

BK 系列

BK Series
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BK-100

BK-100

BK-100

BK-100

BK-100

BK-100

 BK-100

BK-100

BK-100

BK-100

BK-100

BK-100

32

63

100

32

63

100

32

63

100

32

63

100

1032 

1063

1100

2032

2063

2100

3032

3063

3100

4032

4063

4100

18

36

54

72

1P

2P

3P

4P

1

2

1

2 4

3

1

2 4 6

3 5

1

2 4 6 8

3 5 7

使用环境

·环境温度：-5
。
C ~ +40

。
C

·海拔：   2000m
·空气相对湿度：   90%
·TH35mm标准安装轨安装

Operating Environment
·Ambient temperature: -5

。
C ~ +40

。
C

·Altitude:     2000m
·Relative air humidity:     90%
·Installation with TH35mm standard installation track

用 途

·带负荷接通、分断或隔离电路

Application
·Load on ON/OFF or disconnect circuit

Technical Specification
·Standard: IEC60947-3, GB1048.3
·Rated voltage: AC 230V/400V
·Number of electrical operating cycles: 
	 Rated Current(A)         Number of electrical operating cycles(times)
	         32	 	 3000
	         63	 	 2000
	        100	 	 1500
·Short time current carrying capability: 20In/1s

Connection Capability
·50mm2 and smaller conducting wires

Outline Dimensions

技术参数

·符合标准：IEC60947-3、GB14048.3
·额定工作电压：AC230V/400V
·电气寿命：
	额定电流(A)    电气寿命(次)
	       32	 3000
	       63	 2000
	      100	 1500
·短时承载电流能力：20In/1s

接线能力

·50mm2及以下导线

外形尺寸

4P
3P

2P
1P

72
54

36
18

BK-100

70

60

45 7735

7.5

L

35 27

极数	 宽度 mm	 额定电流 A	 产品型号 
Poles	 Width	 Rated Current	 Product Type

BK-100 BK-100

BK 系列隔离开关
BK Ser ies  Swi tch-d isconnec tor

BK 系列隔离开关
BK Ser ies  Swi tch-d isconnec tor
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3 5

1
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使用环境

·环境温度：-5
。
C ~ +40

。
C

·海拔：   2000m
·空气相对湿度：   90%
·TH35mm标准安装轨安装

Operating Environment
·Ambient temperature: -5

。
C ~ +40

。
C

·Altitude:     2000m
·Relative air humidity:     90%
·Installation with TH35mm standard installation track

用 途

·带负荷接通、分断或隔离电路

Application
·Load on ON/OFF or disconnect circuit

Technical Specification
·Standard: IEC60947-3, GB1048.3
·Rated voltage: AC 230V/400V
·Number of electrical operating cycles: 
	 Rated Current(A)         Number of electrical operating cycles(times)
	         32	 	 3000
	         63	 	 2000
	        100	 	 1500
·Short time current carrying capability: 20In/1s

Connection Capability
·50mm2 and smaller conducting wires

Outline Dimensions

技术参数

·符合标准：IEC60947-3、GB14048.3
·额定工作电压：AC230V/400V
·电气寿命：
	额定电流(A)    电气寿命(次)
	       32	 3000
	       63	 2000
	      100	 1500
·短时承载电流能力：20In/1s

接线能力

·50mm2及以下导线

外形尺寸

4P
3P

2P
1P

72
54

36
18

BK-100

70

60

45 7735

7.5

L

35 27

极数	 宽度 mm	 额定电流 A	 产品型号 
Poles	 Width	 Rated Current	 Product Type

BK-100 BK-100

BK 系列隔离开关
BK Ser ies  Swi tch-d isconnec tor

BK 系列隔离开关
BK Ser ies  Swi tch-d isconnec tor
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小型断路器 & 漏电断路器

台安科技 (无锡) 有限公司
 TAIAN TECHNOLOGY (WUXI) CO., LTD.

	h t t p : / / w w w . t a i a n - t e c h n o l o g y . c o m

 ※为了您的安全，请在操作前先阅读说明书※

※请联系授权的服务人员进行检查、调整，请由专业人士进行拆解维修※

※所有资料如有任何更改恕不另行通知，请洽我们的业务部门※

Note: 1.  Subject  to al terat ion                                                    
	2.  Int ' l  enquiry p lease contact  our Export  or  Market ing Dept.

台安科技（无锡）有限公司：

TAIAN TECHNOLOGY (WUXI) CO.,LTD.
江苏省无锡市国家高新技术开发区65-C

Wuxi State High & New Technology Industry Development Zone(Block 65-C)
电话(Tel)：0510-85227555
传真(Fax)：0510-85227557
邮编(Zip)：214028

E-mail:      lorenchang@taian-tech.com ;    yichung@taian-tech.com

华北业务课：

North China  Sales Section 
北京市西城区南礼士路二条甲一号206室

 Room 206,Block 1,Nanlishi Road, West City Area, Beijing
电话(Tel)：010-68017255、68010461、68059206
传真(Fax)：010-68025542
邮编(Zip)：100045

E-mail:       northcai@taian-tech.com
沈阳办事处： 

Shenyang Liaison Branch
沈阳市和平区南京南街52号鸿源大厦711房间

Room 711, Hong Yuan Building, No.52 Nan Jing Nan Jie, Heping Area, Shenyang
电话(Tel)：024-31509511、31509522
传真(Fax)：024-31509533
邮编(Zip)：110001

E-mail:       northcai@taian-tech.com

华东业务课:

East China  Sales Section 
江苏省无锡市国家高新技术开发区65-C

Wuxi State High & New Technology Industry Development Zone(Block 65-C)
电话(Tel)：0510-85227555
传真(Fax)：0510-85227557
邮编(Zip)：214028

E-mail:       yichung@taian-tech.com
上海办事处：

Shanghai Liaison Branch
上海市中山西路1279弄6号832室

Room 832,No. 6, Lane 1279, Zhongshan West Road, Shanghai
电话(Tel)：021-51528680、51528681、51528682、51528683
传真(Fax)：021-51528698
邮编(Zip)：200051

E-mail:       yichung@taian-tech.com
济南办事处：

Jinan Liaison Branch
山东济南市泺源大街229号金龙大厦4F-C10室

Room C10, 4th Floor,Jinlong Building, No.229 Leyuan Street, Jinan
电话(Tel)：0531-86121975、 86121976
传真(Fax)：0531-86121986

E-mail:        yichung@taian-tech.com
杭州办事处：

Hangzhou Liaison Branch
杭州市秋涛北路217号浙大金谷饭店206室

Room 206, Jingu Restaurant, No.217 Qiutao Bei Lu, Hangzhou
电话(Tel)：0571-86988653、86988763
传真(Fax)：0571-86988035
邮编(Zip)：310000

E-mail:       yichung@taian-tech.com
成都办事处：

Chengdou Liaison Branch
成都市武侯区新南门南台路8号附1号煌鑫实业楼311号

Room 311,Huang Xin Building, 8-1 Nan Tai Road, New Nan Men,Wuhou Area,Chengdou
电话(Tel)：028-85436471、85436472、66815785
传真(Fax)：028-66815786
邮编(Zip)：610000

E-mail:      yichung@taian-tech.com
武汉办事处：

Wuhan Liaison Branch
武汉市洪山区珞珈山路1号珞珈山大厦B座706号

Room 706, Luo Jia Shan Building B, No.1 Luo Jia Shan Lu,Hong Shan Area,Wuhan
电话(Tel)：027-87653823
传真(Fax)：027-87653823
邮编(Zip)：430071

E-mail:      yichung@taian-tech.com

华南业务课：

Sourth China Sales Section
广东省广州市天河区天寿路10号203号房

Room 203, 10 Tian Shou Road, Tianhe Area, Guangzhou
电话(Tel)：020-38840864、38840824、38841355、38841369
传真(Fax)：020-38840169
邮编(Zip)：510610

E-mail:      rita@taian-tech.com
泉州办事处：

Quanzhou Liaison Branch
福建省泉州市时代广场H幢605室

Room 605, Shidai Public Square Building H, Quanzhou
电话(Tel)：0595-22537611、22539611
传真(Fax)：0595-22507611
邮编(Zip)：362000

E-mail:       xiaoyun@taian-tech.com


